
Spark R&D binding and crampon  setup 

guide:  

The more time you spend setting up your splitboard the happier you're going to 

be in the backcountry.   Here are suggestions for setting up your splitboard with 

Spark R&D Ignition Splitboard Bindings.  

1.  Install the pucks on your board with the single slot pucks on your heel side 

edge, and your two slot pucks on your toe side edge.   If your pucks are the 

other way around the heel of the binding may extend over the edge of the 

board.   Be sure to use the voile gaskets with the p ucks.  Without these it may be 

extremely difficult to install and remove the bindings.  

 

  



2.  These bindings are designed to fit tightly on the pucks, and may need a 

break in period before it's easy to slide the bindings on and off.   It's helpful to put 

the board on edge across your toes to install the bindings:  

 

Similarly, putting the board on edge and straddling it can make removal easier:  

 



If installation and removal is too difficult you may want to sand the vertical and 

horizontal surfaces of the puc ks.  80 - 100 grit sandpaper works well for this , sand 

each face for 20 strokes and then install and remove the bindings several times.   

Repeat this process a few times until the bindings slide on and off with a 

reasonable amou nt of force.   The tighter the bindings fit the more solid your 

board will feel.   Using a razor blade to scrape material has also been suggested, 

although I havenõt tried it out.  When the system is wet from being in the snow it õs 

generally easier to slide the bindings on and off.  

 

3. For Ignition I / Bent Metal Missionary owners: d epending on your physiology 

and your boots , you may notice hot spots on your heels from the bent metal 

highbacks. To mitigate this problem foam is available .  Drop us a line at 

info@sparkrandd.com  if youõd like a set.   Install the foam like so:  

 

mailto:info@sparkrandd.com
http://www.quantcast.com/p-fcYWUmj5YbYKM


4.  Check all hardware on the bindings often.  It's no fun to lose parts in the 

backcountry.  Once you've adjusted your straps and highbacks, apply loctite 

(available at most hardware and auto parts stores) to the bolts and nuts and 

retighten, this should keep your ha rdware from loosening during use.  

5.  Adjust the torque on the fastener  that holds the forward lean cube on so you 

can easily adjust the forward lean.  

6.  Shorten or lengthen your leashes if necessary, once your straps are adjusted 

to your liking.  The leash attaches under the  toe buckle.  To shorten the leash, 

remove the buckle and pull the two knots on the leash apart until there is no 

slack.  If y our leashes are too short push the knots together.  To reinstall slide the 

leash under the sheath on the toe strap until the leash is between the threaded 

insert and the rectangular slot. Reinstall the buckle and check for proper length.  

 

  



7.  Having th e pins insert from the inside in board mode works for most riders.  If 

your pins hit the heel rests because you have a forward angle on your rear foot 

there are a few options for you.  

You can switch the left and right pins on the bindings so they insert from the 

outside.  The pins can be removed by removing the toe buckles, the sc rew in 

there holds the leash on. Girth hitch the leash through one of the unused toe 

strap attachment holes like so:  

pass the leash through the hole, then pass the pin through the loop:  

 

pull tight and you're good to go.  Rig the leash so it's underfoot while skinning, 

that way it won't snag on anything:  

 


